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ABSTATION MINI

iLaserBox 450
Dimensions (LxWxH) in mm 517x450x552/789

Weight (excl. Laser) 89 Kgs

Power requirements

115v - 240v - 50/60HZ

Typical

6A + Laser System Consumption

Lens - 
 Maximum height (*)

60mm x 60mm 265mm

100mm x 100mm 180mm

160mm x 160mm 50mm

240mm x 240mm -

Compatible lasers

AB-N Series Yes

AB-F Series Yes

AB-D Series Yes

Accessories / Options

Internal Light √

Fume Extractor Hoose √

Door Manual

Powered Z Axis √

Programmable Z Axis O

Removable Side Panel √

Vision System √

Rotary Axis x

XY Axis x

Software

Scanlinux V5.3.1 and later

Marca Software V5.7.7.1 and later

Internal Barcode

21CFR Part 11 software

Interface for user PC, touchscreen display

Environmental 
conditions

From 15º C (59ªF) to 40ºC (104º F) - External temperature

Humidity < 95% without condesation

Vibration free area

√ - Included   |   O - Optional   |   x - Not available AVOID EXPOSURE
VISIBLE AND INVISIBLE 

LASER RADIATION 
IS EMITTED FROM 
THIS APERTURE

CLASS 4 LASER PRODUCT
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